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Roller chains with U attachments

These chains feature rubber pads that allow to transport products
without damaging their surface finish
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Roller chain with vulcanised elastomer profiles

These chains feature rubber pads that allow to transport products =~ g*®®®®eeecceccccccccccccccccccccccccccs
without damaging their surface finish. Traditional applications . SERVICES :
are found in the woodworking, furniture, glass and ceramic tiles o A A N
industries. Vulcanized rubber pads can be supplied in different : Many references available in stock. :
shore hardness depending on the wear resistance and softness o T e P .
required by the application. Other profiles Pads are possible for . (Ex: Col S/_p;ecg‘:c prodbubct on requ[esz‘ , on) .
special applications and can be supplied on request. SNAP-ON .« (Ex: Colours, Fardener rubber, special configuration). —o
attachments are available in some sizes. E Matched pairs on request for .
The chains with Rubber Profile can be used in many different en- . chains working in parallel. E
vironments simply by changing the material of the pads. The jum- ¢ ~ oo ST o
pers with Rubber Profile vulcanized on the plates with U-shaped : Chains of any length. :
profile is wear resistant and has a hardness of tip that goes from o =~ L cictan,e o
75 to 85. It's suitable for working with temperatures up to 80 ° C DO Techmcalass:stance ...................... .
(176 * F). The size of the gear chain with Rubber Profile allow itto e O-ring available on request. :
run on standard sprockets. Ceececcecsscecsesssceccsescssccsccssesese

Other sizes and materials of chains of blocks can be supplied
separately. For special applications, the multiple chains, over
sextuple, have been fitted and used with success where a wider
wheel track of the jumper is needed.

Highlights

» Operating temperature range: -30°C to + 100°C

» The standard rubber profile is nitrile butadine rubber (NBR) with a hardness of 80 Shore A.
» Other type of rubber are available on request.

» Higher fatigue strength due to optimized press fit of pin and outer plate.

» Higher tensile strength due to optimized plate strength.

» These chains can be supplied with O-ring to increase wear resistance.

Roller chain with vulcanised elastomer profiles (Type UG1)

ISO SERIES Roler | i [ o, o o mensi Tavas
e e diameter gth Plate and rubber blocks dimensions R
Material P d1 max b1 min d2 max L max Lc max H2 max A B H T Q min q

No. mm mm mm mm mm mm mm mm mm mm mm KN kg/m
08B-1 UGT CS, SS 12,70 8,51 7,75 4,45 20,00 2390 11,80 14,60 24,20 12,30 1,60 18,00 119
08B-2 UG1 CS, SS 12,70 8,51 775 4,45 34,30 38,20 11,80 28,40 24,20 12,30 1,50 32,00 2,07
10B-1 UG1 GSHSS 15,875 10,16 9,65 5,08 23,20 27,30 14,70 16,80 30,00 17,00 1,70 22,40 1,62
10B-2 UG1 CS, SS 15,875 10,16 9,65 5,08 39,70 43,80 14,70 33,30 30,00 17,00 1,70 44,50 2,56
12B-1 UG1 CS, SS 19,05 12,07 1,68 572 25,70 30,30 16,00 19,60 36,00 21,00 1,85 29,00 2,01
12B-2 UG1 CS, SS 19,05 12,07 11,68 572 45,30 4990 16,00 39,10 36,00 16,00 1,85 57,80 3,21
16B-1 UG1 CS, SS 25,40 15,88 17,02 8,28 39,70 45,10 21,00 29,10 49,00 2140 1,60 58,00 3,83
16B-2 UGT CS, Ss 25,40 15,88 17,02 8,28 71,58 76,98 21,00 61,00 49,00 21,40 1,60 116,00 732
20B-1 UG1 CS, SS 3175 19,05 19,56 1019 48,00 54,10 26,40 36,00 57,00 27,00 3,50 85,00 6,19
24B-1 UG1 CS, SS 38,10 25,40 25,40 1493 61,60 68,20 33,20 47,00 72,60 34,00 4,50 160,00 1,25

ASA SERIES roler | i | o ) - Utimate
e :l::i:n diameter Pin length Plate and rubber blocks dimensions st:rflgleh
DIN/ISO Material P d1 max b1 max d2 max L max Lc max H2 max A B H T Q min q
No. mm mm mm mm mm mm mm mm mm mm mm KN kg/m
16A-1 UG1 CS, SS 25,40 15,88 15,75 792 37,20 41,20 24,00 27,50 46,00 20,00 242 42,00 397

CS CARBON STEEL
DT DELTA-TONE
SS STAINLESS STEEL
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Roller chain with vulcanised elastomer profiles

Type UGI
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Roller chain with vulcanised elastomer profiles (Type UG3)

ISO SERIES Roller b"‘l’id‘h Pin L_Jrltim{-zlte
: etween : Pin length Plate and rubber blocks dimensions ensile Weight
diameter plates diameter g e peg;'
P A B H T
mm mm mm mm mm

DIN/1SO . d1 max b1 min d2 max L max Lc max H2 max Q min
Material
No. mm mm mm mm mm mm KN q
kg/m
08B-1 UG3 CS, sS 12,70 8,51 775 445 20,00 23,00 11,80 18,00 24,20 12,30 1,60 18,00
135
Type UG3

E
2
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CS CARBON STEEL
DT DELTA-TONE
SS STAINLESS STEEL

Roller chain with vulcanised elastomer profiles (Type LG1)

ISO SERIES Roller muidth Pin Utimete Weight
Pitch : etween : Pin length Plate and rubber blocks dimensions ensile er
diameter plates diameter g e mpeler
P G T h H c
mm mm mm mm mm mm mm mm mm

DIN/ISO

d1 max b1 min d2 max L max Q min q

Material

No. mm KN kg/m
06B-LG1 cs 9,525 6,35 5,72 3,28 1315 17,55 1,03 2,50 9,00 9,05 16,90 0,55
08B-LG1 cs 12,700 8,51 775 4,45 20,00 23,20 1,40 3,00 11,40 12,85 32,00 0,89
10B-LG1 cs 15,875 1016 6,48 5,08 23,20 28,80 1,53 2,30 12,60 13,00 44,50 098

Type LG1
G
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Roller chain with U type attachments

Chains that feature U-shaped attachments on the plates can run jeeecccccccccccccccccccccccccccccccc0e
on standard sprockets, since the dimensions are perfectly com- . SERVICES .
patible. Versions with holes on the attachment, or attachments of ~ § oo e Jr .
smaller width can be supplied. . Many references available in stock. .
PR R T PN °

. . . ®  Matched pairs on request for chains working in parallel. o

Carbon-steel, delta-tone, and stainless steel versions are available § .............. p ............ Qf .................... g p ........... .
for greater wear resistance. . Chains of any length. °
[ ] L]

S PR TP PP .

SNAP-ON attachments are available in some sizes. . Technical assistance. .
00 0000000000000 00000000000 0000000000000

Roller chain with U type attachments (Type U1)

ISO SERIES : Roller idih Pin Ultimate | Weight
gich diameter between diameter Plate and rubber blocks dimensions Tensile per
plales strength meter
P A B H T

DIN/ISO Material d1 max b1 min d2 max L max Lc max H2 max Q min q
No. mm mm mm mm mm mm mm mm mm mm mm KN kg/m
08B-1 U1 CS, DT, SS 12,70 8,51 775 4,45 20,00 23,90 11,80 14,60 24,20 8,30 1,60 18,00 119
08B-2 U1 CS, DT, SS 12,70 8,51 775 4,45 34,30 38,20 11,80 28,40 24,20 8,30 150 32,00 2,07
10B-1 U1 Cs, DT, SS 15,875 10,16 9,65 5,08 2320 27,30 14,70 16,80 30,00 11,30 1,60 22,40 1,62
10B-2 U1 Cs, DT, SS 15,875 10,16 9,65 5,08 39,70 43,80 14,70 33,30 30,00 11,30 1,50 44,50 2,56
12B-1 U1 CS, DT, SS 19,05 12,07 1,68 572 2570 30,30 16,00 19,60 36,00 13,00 1,85 29,00 2,01
12B-2 U1 CS, DT, SS 19,05 12,07 1,68 572 45,30 49,90 16,00 39,10 36,00 12,00 1,85 57,80 3,21
16B-1 U1 CS, DT, SS 25,40 15,88 17,02 8,28 39,70 4510 21,00 29,10 49,00 15,40 1,60 58,00 3,83
16B-2 U1 CS, DT, SS 25,40 15,88 17,02 8,28 7,58 76,98 21,00 61,00 49,00 16,20 1,60 116,00 732
20B-1 U1 CS, DT, SS 31,75 19,05 19,56 10,19 48,00 54,10 26,40 36,00 57,00 21,00 3,50 85,00 6,19
24B-1U1 CS, DT, SS 38,10 25,40 25,40 14,93 61,60 68,20 33,20 47,00 72,60 28,00 4,50 160,00 11,25

width
between
plates

ASA SERIES Ultimate
Tensile

strength

Roller
diameter

Pin
diameter

Pin length Plate and rubber blocks dimensions

DIN/ISO Material P d1 max b1 min d2 max L max Lc max H2 max A B H T Q min q
No. mm mm mm mm mm mm mm mm mm mm mm KN kg/m
16A-1 U1 CS, DT, SS 25,40 15,88 15,75 792 37,20 42,60 24,00 27,50 46,00 16,00 242 42,00 397

Cs CARBON STEEL
DT DELTA-TONE
SS STAINLESS STEEL
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Roller chain with U type attachments

Roller chain with U type attachments with holes (Type UH1)

ISO SERIES width . Ultimate
Roller Pin A . . : Hole
diameter b:m:n diameter Pin length Plate and rubber blocks dimensions s.lt?g:;teh Diameter

DIN/ISO Material P d1 max b1 min d2 max L max Lc max Hz max A B H T Q min q D4
No. mm mm mm mm mm mm mm mm mm mm mm KN kg/m mm
08B-1 UH1 CS, DT 12,70 8,51 775 4,45 20,00 2390 11,80 14,60 24,20 830 1,60 18,00 113 4
08B-2 UH1 CS, DT 12,70 8,51 775 4,45 34,30 38,20 11,80 28,40 24,20 8,30 1,50 32,00 196 4
10B-1 UH1 CS, DT 15,875 10,16 9,65 5,08 23,20 27,30 14,70 16,80 30,00 11,30 1,60 22,40 1,53 B
10B-2 UH1 CS, DT 15,875 10,16 9,65 5,08 39,70 43,80 14,70 3330 30,00 1,30 1,50 44,50 2,47 5
12B-1 UH1 CS, DT 19,05 12,07 1,68 5,72 25,70 30,30 16,00 19,60 36,00 13,00 1,85 29,00 190 5
12B-2 UH1 CS, DT 19,05 12,07 11,68 572 45,30 49,90 16,00 39,10 36,00 12,00 185 57,80 3,03 5
16B-1 UH1 CS, DT 25,40 15,88 17,02 8,28 39,70 4510 21,00 2910 49,00 15,40 1,60 58,00 373 6
16B-2 UH1 CS, DT 25,40 15,88 17,02 8,28 71,58 76,98 21,00 61,00 49,00 16,20 1,60 116,00 715 6
20B-1 UH1 CS, DT 31,75 19,05 19,56 1019 48,00 54,10 26,40 36,00 57,00 21,00 3,50 85,00 6,00 8
24B-1 UH1 CS, DT 38,10 25,40 25,40 14,93 61,60 68,20 33,20 47,00 72,60 28,00 4,50 160,00 10,88 10

Ultimate
Tensile
strength

ASA SERIES

Hole
Diameter

Pin
diameter

Roller

diameter Plate and rubber blocks dimensions

Pin length

DIN/1SO Material P d1 max b1 min d2 max L max Lc max H2 max A B H T Q min q D4
No. mm mm mm mm mm mm mm mm mm mm mm KN kg/m mm
16A-1 U1 CS, DT 2540 15,88 15,75 792 37,20 42,60 24,00 27,50 46,00 16,00 2,42 42,00 387 7
CS CARBON STEEL
DT DELTA-TONE
SS STAINLESS STEEL
Type UH1

7

Roller chain with U type attachments (Type U2 - 25mm wide)

ISO SERIES SR Roller | pidth Pin Ultimate | Weight
itc f etween : Pin length Plate and rubber blocks dimensions ensile er
diameter plates diameter g e mpeter
P A B H T

DIN/ISO d1 max b1 min d2 max L max Lc max H2 max Q min

Material q
No. mm mm mm mm mm mm mm mm mm mm mm KN kg/m

16B-1U1/ 25 CS, DT 25,40 15,88 17,02 8,28 39,70 45,10 21,00 2910 25,00 15,40 1,80 58,00 3,83

Type U2 - 25mm wide
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Roller chain with SNAP-ON attachments

SNAP On Solution prevent the direct contact between the chain eeccccccccccccccccceccccec00ce000e0 00
and the items to be transported. This attachments are suitable o SERVICES :
in different roller chains, and also can be installed with O-ring PSSR EELEEELELERERRRRRRREEEERE o
solutions. ° Specific product on request °
L L
L] . . . . [ ]
Based chain available in stainless steel. |deal for conveying deli- . MatChedpmrs on requestforchamsworkmg/npam//e/ .
cate items such as glass, wood and packaging. : Chains of any length. .
:0....0.0....O.....0....0.0.....0....0:

Roller chain with U type attachments (Type SNAP-ON O’RING)

ISO SERIES Roller | pidth Pin E
. etween A Pin length Plate and rubber blocks dimensions ensile
diameter plates diameter 8 strength

DIN/ISO M . P d1 max b1 min d2 max L max Lc max H2 max A B H T Q min q
aterial
No. mm mm mm mm mm mm mm mm mm mm mm KN kg/m
16B-1 USO-OR CS, DT 25,40 15,88 17,02 8,28 39,70 4510 21,00 40,90 49,00 15,40 415 58,00 373

CS CARBON STEEL
DT DELTA-TONE
SS STAINLESS STEEL

Type SNAP-ON O'RING

di
1 Y !
luh:LM JJ‘@

Roller chain with U Type attachments (Type SNAP-ON Plastic)

ISO SERIES Roller b:t’\ils:;n Pin L_Jl!timglte
. : Pin length Plate and rubber blocks dimensions ensile
diameter plates diameter € sirength

DIN/ISO M . P d1 max b1 min d2 max L max al A B H T Q min q
EICHEL
No. mm mm mm mm mm mm mm mm mm mm KN kg/m
12B-USO-P (e} 19,050 12,07 1,68 572 35,60 22,70 26,10 35,60 21,00 2,80 57,80 3,03

CS CARBON STEEL
DT DELTA-TONE
SS STAINLESS STEEL

Type SNAP-ON Plastic
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